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Important
MARTIN ENGINEERING HEREBY DISCLAIMS ANY LIABILITY FOR:  DAMAGE DUE TO 
CONTAMINATION OF THE MATERIAL; USER’S FAILURE TO INSPECT, MAINTAIN AND TAKE 
REASONABLE CARE OF THE EQUIPMENT; INJURIES OR DAMAGE RESULTING FROM USE OR 
APPLICATION OF THIS PRODUCT CONTRARY TO INSTRUCTIONS AND SPECIFICATIONS 
CONTAINED HEREIN. MARTIN ENGINEERING’S LIABILITY SHALL BE LIMITED TO REPAIR 
OR REPLACEMENT OF EQUIPMENT SHOWN TO BE DEFECTIVE.
Observe all safety rules given herein along with owner and Government standards and regulations.  Know 
and understand lockout/tagout procedures as defined by American National Standards Institute (ANSI) 
z244.1-1982, American National Standard for Personnel Protection - Lockout/Tagout of Energy Sources - 
Minimum Safety Requirements and Occupational Safety and Health Administration (OSHA) Federal 
Register, Part IV, 29 CFR Part 1910, Control of Hazardous Energy Source (Lockout/Tagout); Final Rule.

The following symbols may be used in this manual:

DANGER!

Danger:  Immediate hazards that will result in severe personal injury or death.
 

WARNING!

Warning:  Hazards or unsafe practices that could result in personal injury.

CAUTION!

Caution:  Hazards or unsafe practices that could result in product or property damages.

IMPORTANT
Important:  Instructions that must be followed to ensure proper installation/operation of equipment.

NOTE
Note:  General statements to assist the reader.
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5. Remove valve from tank. A small pry bar can help if O-rings are dry.

6. With the valve assembly removed, the rebuild can be done in the 
maintenance shop (see list of rebuild kits in “Part Numbers”).

7. When replacing the valve assembly on the tank, a small amount of grease 
will secure the O-ring. Make sure O-ring stays secure during the 
reassembly.

8. Place a small amount of grease on the discharge tube O-rings.

9. Inspect interior of air cannon. Make sure discharge tube has a clean and 
smooth surface for air-tight O-ring seal.
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10. Inspect interior of air cannon. Make sure discharge tube has a clean and 
smooth surface for air-tight O-ring seal.

11. Mate the valve assembly back onto discharge tube, making sure not to 
pinch O-ring.

12. Install the 8 cap screws and compression washers.

13. After the valve assembly is bolted to tank, re-connect air lines. Ensure 
there are no leaks or loose connections.

14. If present, pin the MARTIN® Thermo Safety Shield back to open 
position.

15. Slowly pressurize air cannon. Check for leaks from any pinched O-rings.

16. When air cannon is pressurized and ready for operation, test fire the 
cannon.

17. The BIG BLASTER® TYPHOON Air Cannon is now ready for 
operation. 

NOTE
Watch air gauge when air cannon is fired. Needle should drop 
to “zero” instantly. Exhaust ports should be pointing down so 
that no dirt can fall into exhaust valve.
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Troubleshooting

If the air cannon will not charge or discharge, or if the electrical solenoid 
valve will not operate, find the possible cause(s) in the appropriate chart 
below and follow the steps in the “Solution” column.

Problem: Air Cannon Will Not Charge

Cause Solution

Shut-off valve not turned on. Turn on valve.

Quick exhaust valve installed improperly. Make sure air supply line is connected to correct ports.

Quick exhaust valve dirty or damaged. Clean or replace quick exhaust valve or valve piston.

Tank inspection plug(s) loose. Tighten plug(s).

Tank punctured or cracked. Replace tank.

Restriction in air supply line. Remove restriction and check air filter/regulator/
lubricator.

Electrical solenoid valve is not #125, 3-way 
normally-opened valve.

Replace valve.

Compressor source. Make sure compressor is on and air line has pressure.

Ball valves open. Check that ball valves are fully open to each cannon.

Filter/Regulator. Factory-set at zero. Rotate clockwise to increase.
Check plumbing air flow direction (indicated with an 
arrow).

Solenoid plumbing. Check connections. Port 1 = inlet; Port 2 = outlet; 
Port 3 = exhaust.

Tank plugs missing. Check to see whether any NPT ports on tank have been 
left open.

Problem: Air Cannon Will Not Discharge

Cause Solution

Quick exhaust valve improperly installed. Make sure air supply line is connected to correct ports.

Quick exhaust valve dirty or damaged. Clean or replace quick exhaust valve or valve piston.

Quick exhaust valve exhaust port blocked. Open exhaust port to atmosphere.

Electrical solenoid valve is not #125, 3-way 
normally-opened valve.

Replace valve.

Manual or solenoid valve not installed properly. Check all connections from tank to air supply. Make sure 
pipes are 1/2-in. NPT.

Supply line too large diameter. Replace with 3/8-in. tubing for solenoid cabinet 
installation, and 1/2-in. pipe for all others.

Solenoid valve located too far away from quick 
exhaust valve.

Move to within 25 ft (7.62 m) on 3/8-in. tubing 
application, and 15 ft (4.57 m) on 1/2-in. tubing 
application.

Valve full of foreign matter. Disassemble and clean out.

T
ro

ub
le

sh
oo

ti
ng



Martin Engineering M3813-01/11 28 BIG BLASTER® TYPHOON Air Cannon

Solenoid plumbing. Make sure plumbing is correct. 
Check for leaks. 
Check plumbing direction.

Solenoid electrical. Make sure wiring is connected.
Check that voltage is correct.
Check for signal.

Tank pressure. Check air gauge.

Blocked discharge—cannon makes “sputtering” 
sound when discharging; 
air gauge drops slowly or does not go all the 
way to zero.

Remove blockage.

Operating pressure is low. Check that operating pressure is at 80–100 psi.

Control signal too short. Make sure that solenoid stays on long enough for correct 
operation (1 second).

Air gauge not working correctly. Be sure that air gauge drops to “0” psi in less than ½ 
second.

Problem: Air Cannon Will Not Discharge

Cause Solution

Problem: Electrical Solenoid Valve Will Not Operate
Cause Solution

Defective solenoid valve. (Check the valve by 
connecting to another output. Low resistance 
across coil indicates good valve.)

Remove piping from exhaust port of solenoid. If this 
causes solenoid to operate properly, use larger piping or 
remove restriction.
Replace valve.

Broken lead to solenoid valve. Replace wire to NEC Handbook Standards.

Defective timer. Replace timer.
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Part Numbers

This section provides product names and corresponding part numbers for BIG 
BLASTER® TYPHOON Air Cannons and related equipment. Please 
reference part numbers when ordering parts. Part numbers for accessory 
equipment not listed here are available from Martin Engineering or 
representative.

BIG BLASTER® 
TYPHOON 
Air Cannon

BIG BLASTER® TYPHOON Air Cannon Assembly:

BIG BLASTER® TYPHOON 35 L: P/N 38005-35FD

BIG BLASTER® TYPHOON 70 L: P/N 38005-70FD

BIG BLASTER® TYPHOON 150 L: P/N 38005-150FD

BIG BLASTER® CATEGORY 5 TYPHOON Multi-Valve 
Air Cannon System: P/N 38625-FD

Air Cannon 
Repair Parts

Pressure Relief Valve: P/N 21680

Air Pressure Gauge: P/N 34842

Safety Cable Kit: P/N 32271

BIG BLASTER® TYPHOON Valve Assembly: P/N 38071-FD

Air control 
components/kits

Air Line Kit: P/N 24679-01. Includes 1/2-in. check valve, ball valve, and 
filter/regulator/lubricator.

Installation Kit: P/N 35150. Includes QEV, flanges, hardware, gasket, 1-in. 
street elbow, and 1-in. hex nipple.

1/2-in. Air Filter/Regulator/Lubricator: P/N 14760

Manual 1/2-in. Valve: P/N 36343-L

125# Solenoid Valve 1/2-in. Ports: P/N 36343

1/2-in. Check Valve: P/N 22618

5-Bank Solenoid Enclosure: P/N 36279-05

Air Gauge Accessory Kit: P/N 34843

Fill Control Line Kit: P/N 33739. Includes: (5) 3/8” x 20 ga x 5’ long pieces 
of 304 stainless steel tubing and fittings.

Miscellaneous High-Temperature Oil: Quart P/N 34528-Q, Case (12 qts), P/N 34528-C

Air Motor Oil: P/N 14766

BBAC Controller (115v/220v): P/N 36756

Contact Martin Engineering for information on other repair parts.
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Figure 18. BIG BLASTER® TYPHOON Air Cannon Assembly Parts List

Item Description Part No. Qty

1 BIG BLASTER® HURRICANE Tank (35 Liter) 38181-35 1

1 BIG BLASTER® HURRICANE Tank (70 Liter) 38181-70 1

1 BIG BLASTER® HURRICANE Tank (150 Liter) 38181-150 1

2 Aluminum Pipe Coupling 38602 1

3 O-ring #425, 4.50 ID X .275 CS 20771-S 2

4 Valve Cap Assembly 38071-FD 1

5 Washer Compression 5/8 11752 8

6 Screw, HHC 5/8-11NC X 1-1/4 ZP 15798 8

7 Valve Safety 1/2-NPT Brass 21680 1

8 (NS) Safety Cable Kit 32271 1

9 (NS) Label Kit 34517-03H 1

10 (NS) Manual Operator’s M3813 1

6 5 4

2 3

1

7
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Figure 19. BIG BLASTER® TYPHOON Valve Assembly Parts List, P/N 38071-FD

Item Description Part No. Qty

1 Valve Assembly Cap 35073-FD 1

2 Urethane Bumper 37793 1

3 Spring, Compression 35077 1

4 O-ring #166, 6.737 ID X .094 CS 35078 1

5 Piston 38022 1

6 BIG BLASTER® HURRICANE Basket 37897 1

7 Washer, Compression 1/4 11521 6

8 Screw HHC 1/4-20NC x 7/8 ZP 11891 6

9 O-ring #425, 4.500 ID X .275 CS 20771-S 2

10 O-ring #169, 7.487 ID X .103 CS 38066 1

8 7
1

4

2 3 5 6
10
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Figure 20. BIG BLASTER® CATEGORY 5 TYPHOON Multi-Valve Air Cannon System 
Parts List, P/N 38625-FD
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Item Description Part No. Qty

1 BIG BLASTER® HURRICANE 5-Port Tank 38604-5 1

2 Base Weldment 38624 1

3 Washer Flat 5/8 Narrow ZP 16814 4

4 Screw, HHC 5/8-11NC X 1-1/2 ZP 11746-04 4

5 Washer Compression 5/8 11752 44

6 Nut Hex 5/8-11NC ZP 11772 4

7 Aluminum Pipe Coupling 38602 5

8 O-ring #425 4.50 ID x .275 CS 20771-S 10

9 TYPHOON Valve Cap Assembly 38071-FD 5

10 Screw, HHC 5/8-11NC X 1-1/4 ZP 15798 40

11 Plug Pipe 1/2 NPT 12519 1

12 (NS) Valve Safety 1/2 NPT Brass 21680 1

13 Bushing 3/4 NPT x 1/2 NPT Galvanized 38236 1

14 Elbow Street 1/2 NPT Galvanized 38235 1

15 Nipple Hex 3/8 NPT ZP 38291 3

16 Valve Ball 1/2 NPT 14824 1

17 Plug Pipe 1/2 NPT 21874 1

18 Label Kit 34517-03H 1

19 (NS) Manual Operator’s M3813 1
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BIG BLASTER® TYPHOON Air Cannon

Air Cannon Air Volume in Cubic Feet (Liters) Free Air

Dimensions--in. (mm)

P/N A B C D

38005-35FD 16.00 (406) 10.95 (278) 21.44 (545) 20.00 (508)

38005-70FD 20.00 (508) 12.95 (329) 28.43 (722) 18.75 (476)

38005-150FD 24.00 (610) 14.95 (380) 32.19 (818) 30.75 (781)

Air Pressure
psi (bar)

38005-35FD 38005-70FD 38005-150FD

ft3 (L) ft3 (L) ft3 (L)

0 1.2 (35) 2.4 (70) 5.3 (150)

40 (2.8) 4.6 (130) 9.2 (260) 19.7 (558)

50 (3.4) 5.4 (153) 10.8 (308) 23.3 (660)

60 (4.1) 6.2 (176) 12.5 (355) 26.9 (762)

70 (4.8) 7.1 (201) 14.2 (403) 30.5 (864)

80 (5.5) 7.9 (224) 15.9 (450) 34.1 (966)

90 (6.2) 8.8 (249) 17.6 (498) 37.8 (1020)

100 (6.9) 9.6 (272) 19.2 (546) 41.4 (1172)

110 (7.6) 10.4 (294) 20.9 (593) 45.0 (1274)

120 (8.3) 11.3 (320) 22.6 (641) 48.6 (1376)

A

B

C

D
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BIG BLASTER® CATEGORY 5 TYPHOON Multi-Valve Air Cannon System 

39.50
(1003)

42.00
(1067)

36.00
(914)

31.00
(787)

12.00
(305)

22.21
(564)

53.46
(1358)

16.46
(418)

12.00
(305)

12.00
(305)

13.00
(330)
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Air Cannon Warning Label, P/N 33439

BIG BLASTER® Serial/Model Number Label, P/N 21313

WARNING!

Do not puncture, rivet, weld, or modify
air cannon.  Air cannon can explode or
malfunction, causing severe injury

Label P/N 33439

mismo y causar heridas o muerte.
presión puede causar la explosión del 
tipo de modificación sobre el tanque de 
No agujere, remache, o solde. Cualquier

ADVERTENCIA!

or death.

BIG BLASTER® Air Cannon
Serial Number

Model Number

Type

800-544-2947 309-852-2384 www.martin-eng.com

U.S. and corresponding 
foreign patents pending.

Label P/N 21313
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Air Blast Warning Label, P/N 31913

WARNING

Air cannon(s) are mounted on this structure.

Label P/N 31913

ADVERTENCIA
!

!

DO NOT OPEN this door until you:
1. Lock out/tag out all power.
2. Purge line pressure.

Detonador(es) neumaticos son montados en

NO ABRA la puerta sin haber:
1. Bloquee/rotule todas fuentes de energía.
2. Purga la presión de línea.
3. Ventile el aire de los detonadores.

Abrir esta puerta mientras los cañones están
operando puede ser mortal!

3. Vent air from all cannons.
Opening this door while cannons are operational
can kill you.

esta estructura.
A
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Lockout Valve Warning Tag, P/N 35146

!

!

ADVERTENCIA
WARNING

Shutting off the lockout ball valve will cause the air
cannons on this structure to fire immediately.

DO NOT shut off the valve until you make sure
no one is in the structure or near its discharge.

Flying debris from the cannons’ blast can kill you!

Cerrar la válvula de cierre estilo bola causará que
los cañones de aire en la tolva disparen
imediatamente.  Antes de cerrar la válvula,
asegúrese que nadie este dentro de la tolva o
cerca de la descarga de la tolva.  Escombros
volantes pueden causar heridas serias o muerte.

Label P/N 35146
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Loud Noise Warning Tag, P/N 34070

WARNING!

Loud noise.  Use ear
protection to avoid
impairment or loss
of hearing.

Zona ruidosa.  Usar
tapones de oreja para
evitar cualquier
daño auditivo.

ADVERTENCIA!

Label P/N 34070
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